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ModelG5-28
Quick Response Concealed
Automatic Sprinkler

UL Quick Response
FM Standard Response
Concealed Sprinkler With a
3/0" (19mm) Adjustment

Features
1. Cover plate attachment (Plain or Pedorated) with

3/n" (19mm) assembly adjustment.
2. Smooh aesthetic ceiling profile.

3. Factory installed protective cap.
4, Available in Chrome and White as Standard Finish-

es, Special Application Frnishes are also avalable.
5. Ordinary and lntermediate temperature rating.

For additional Sprinklers reter to Bulletin 154 for
Technical Specification and Approvals

Approvals & Listings
1 . UndeMriters Laboratories lnc. and culus

Quick Response
. G5-56 Lighl Hazard and Ordinary Hazard

Occuoancies
. G5-42 - Lrghl H3zard Occupancres
. G5 28 - L ghl -ls73|.6 Occupanc es

Factory l\,4utual Research Corp. (FM) -
Standard Flesponse (See Page 3)
. See the most recent FIM Global Property

Loss Preventlon Data Sheets for installation
and use guidelines.

Loss Prevention Council (LPCB, UK) -
Standard Response
. G5-56 - Light Hazard and Ordinary Hazard

Occupanc ies
VdS Schadenverhutung GrnbH

Plain Cover Plate

3.

4
Standard Response

5. EC Certificate of Conformity 0832-CPD-2062

U.S, Patenf numbet 6,554,077,

Application
The Feliable [,4odel G5-56, G5-42 and G5-28 are the most

versatile quick response concea ed sprink ers available. lt
provides the best form of fire protection while otfering an at-
tractive appearance and %" (1gmm) of cover adjustment for
ease of installation. The small diameter cover plate assem-
bly is easily attached and blends into the ceiling, concealing
the most dependable fire protectlon available, an automatic
sorinkler svstem.

Perforated Cover Plate

The Model G5-50, G5-42 and G5-28 are designed for use
where aestheUc appearance is lmportant. Offices, hospitals,
motels and restaurants are but a few of the aoDlications where
n can De useo.

The Model G5-56, G5-42 and G5-28 are UL Lsted Quick
Response Concealed sprinklers intended for use in accor-
dance with NFPA 13. FM Approves the G5-56 and the Gt28
sprinkleras a standard response concealed sprinkler intended
for use in accordance with FlVl Loss Preventron Data Sheet 2.0.

Product Description
The Reliable Model G5-56, G5-42 and G5-28 uses a proven

quick response tusible element in a standard style sprinkler
frame with a drop-down deflector. This assembly is recessed
into the ceiling and concealed by a flat cover plate assem-
bly. The lhreaded engagement provides 3/i" (19mm) of cover
adjustment. The flat cover plate is atlached to the skirt usrng
either 135'F (57.C) or 165"F (74'C) ordinary temperature clas-
sification solder.

When the ceilng temperature rises, the solder holding the
flat cover plate melts, the flat cover plate released thus expos-
ing ihe sprinkler inside to ihe rising ambient temperature

The subsequent fusing of the element opens the wateMay
and causes the deflector to distribute the water. Any secure
engagement between the cover plate and cup will assure that
the drop-down deflector is properly located below the cetling.
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lnstallation
Do not lnstall the G5-56, Gt42 and G5-28 in cejlings which

have positve pressure in lfte space above.
. Cut ary" inch (67mm)diameter hole is cut in the ceiling, the

sprinkler is easily installed with the N,4odel FC Wrench. The
wrench has a socket drive which is inserted into ihe body of
the sprinkler. When installing a sprinkler the wrench is first
positioned into the sprinkler/cup assembly until the wrench
socket engages the body of the sprinkler The sprinkler is
then tightened into the pipe fitting. When inser|ng or remov-
ing the lvrench trom the spnnkler/cup assembly, care should
fre taken to prevent darnage to the spnnkler. DO NOT
WRENCH ON ANY OTHER PART OF THE SPRINKLER/
CUP ASSEMBLY Install the cover plate by hand turning the
cover in ihe clockwise directron until it is tightagainst the ceil-
ing

A protective cap is provided to protect the drop-down sprinkler
deflector from damage which could occur during construction
before the cover plate is installed. The cap js factory installed
inside the sprinkler cup. Remove cap to lnstall sprinkler, then re-
install cap until the cover plate is installed.

Maintenance
The Model G5-56, G542 and G5-28 shouJd be inspected

quarterly and the sprinkler system mainiained in accordance
with NFPA 25. Do not clean sprinklers wtth soap and lvatet am,
monia or any other cleaning fluids. Remove any sprinkler that
has been painted (other than factory applied) or damaged in
any way. Concealed sprinklers cover plates can not be painted
in the fleld, after jnstallation or have any other coating applied
olher than the factory finish. A stock of spare spr nklers should
be marntained to allow quick replacement of daffaged or opeF
ated sprinklers. Prior to installation, sprinklers should be main-
tained in the oflginal cartons and packaging to minimize the
potential for damage to sprinklers that would cause improper
ooeralon or non{oeralron.

rrrOthel flnishes and colors are
avarlable on special order
Consult factory for details
Coverplate custom Paint is
semr-gloss, unless speclfied
olnerwtse

' For the perloraled style cover-
plale consult faclory for ava l-
ability on these and olher cus-
lorn f nishes.

Model FC Sprinkler Wrench

UL Listing Category
Sprinklers, Automatic and
Open
Quick Response Sprinkler
UL Guide Number
VNIV

Maximum Working Pressure
175 psi (12 bar)
100% Factory tested Hydrostatically to 500 psi (34.5 bar)

Temperature Rating

Ordering Information
1. Sprinkler Model
2. Nominal Oritice
3. Flat Cover Plate

Plain or Pe(oraled
4. Flat Cover Plate

Assembly Finish
5. lnlet Type
Cover Plate Finishes(1)
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Slandard Finishes

Chrome
White Paint
Special Application
Finishes('?)

Bright Brass
Finished Bronze
Black Plating
Black Paint
Otf White
Satin Chrome

Classification Sprinkler Cover
Plate

Max. Ambienl
Temp.

Ordinary 165'Fl7 4'C 135.F/s7.C 100'F/38'C

lntermediale 212'Ft100'C 165.F t74"C r50'F/66'C



Technical Data

Sprinkler
Model

Sprinkler lnlet Total
Adjuslmenl

Nominal
Oritice

Nominal
K Factor Thread Approvals Sprinkler

ldenlitication (SlN)
US Melric

G5-56 Non Adrustable .r;' { 19mm) li ( l5mri) 56 50 t4, f.tPT tBbl 1.2.3.4 RA34 r5
G5-42 Non Adrustab e ,lr' ( lgrnm) l. i1Omm) 60 L l')PI (R1,/z\ RAs413

G5-23 Non Adiustab e %" l1gmm) r/ (lOmm) 28 40 7: NPT (R/:l 1.2 RA341 1

;,-*.,;l
rA F1.21n)ni DtA

lo/f t?j't-A/t : .t,/4" Lig_oin4l AEJu,s_IMLltr

FOR USE AS A REPLACEI\IENT OF IVIODEL G4A SPRINKLERS

/EE OF Et80'y -\ 
I

t' x t' Ba,4ss NPPL€ EXr.

4z' [5s.12hn] DA

24" ft6.5sn-l

J-t/16'[77.72nn] MAy.
FACE AF f]MNE

ro F cE oF c€tLlNc

I "-*I

J' tB.osnnl M1x.

ASSEMALY .rZ- t84.21nnl ou.

COVER PUTE: J/4" [|9.0'mm] ADJUSTMENT

2-t/4" [5o.8an] MAx.
.ACE OF NIP4E EXT.
fO FAC€ OF CEIL|NC

1.

2.

3.

Testing has shown that use of a "nipple extension', will not affect the listing of the spflnkler
For RETROFIT installations, per NFPA 13 (2010) section 8.15.19.4, "which allows the use of nipples as the same pipe
thread size as the existing outlet when revamping existing systems',.
Do not exceed 8-18 ft-lbs of torque durjng installation.



Reliable... For Complete Protection
Reliable offers a wide selectjon of sprinkler components. Following are some of the many
precision-made Reliable products that guard life and property from fire around the clock.
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Automatic sprinklers

Flush automatic sprinklers

Recessed automatic sprinklers

Concealed automatic sprinklers

Adjustable automatic sprinklers

Dry automatic sprinklers

Intermediate level sprinklers

Open sprinklers
Qnrarr nnzzlac

Alarm valves

Retarding chambers

Dry pipe valves

Accelerators for dry pipe valves

Mechanical sprinkler alarms

Electrical sprinkler alarm switches

Water flow detectors

Deluge valves

Detector check valves

Check valves

Electrical system

Sprinkler emergency cabinets

Sprinkler wrenches

Sprinkler escutcheons and guards

I nspectors test connections

Sight drains

Ball drips and drum drips

Controlvalve seals

Air maintenance devices

Air compressors

Pressure gauges

ldentification signs

Fire department connection

The equiprnenl presented in this bullet n is to be installed in accordance wrth the lalest plblished Standards of the National Fire Protection Association, Factory
Mutual Research C,orporation, or oiher similar organizatiorE end also with the provisions of goverrrrental codes or ordrnances vthenever applicable

Products manutaclured and distrabLled by Beliable have been protecting llfe and property ior over g0years, and are installed and serviced by the rrosl highly
qualfied and repLnable sprinkler contractors located througiroLn he Uniled States, Canada and loreign countnes.

The Reliable Automatic Sorinkler Co-. lnc.
@ ""r","r.i.(800)431-1588

(e00)848-6051

1914) 829-2042

Sales Offices
Sales Fax
Corporale Ofiices

Revsion in-os indicale updated or n,ow dala

EG PfrrledinUSA 11,/12 P,4\ 9999970421wn/r'w.reliablesprinkler.com Internet Address
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Model FlFR56 Sprinkler Types
Standard Upright
Standard Pendeni
Convenlional
Vertical Sidewall
Horizontal Srdevvall

Model Fl FR56 Recessed Sprinkler Types
Siandard Pendent/Fl,F2,FP
Horizontal Sidewall

Model Fl FR56 Concealed Sprinkler Types
Standard Pendent

Model F1FR42, FlFRXLH & F1FR28 Sprinkler
Types

Standard Upnght
Standard Pendent

Model FlFR42, FlFRXLH & F1FR28 Recessed
Sprinkler Types

Standard Pendent

Model F1FR56LL & F1FR42LL Low Lead Sprinkler
Types-

Standard Pendent
Less than 0.257o Lead Content

Lisling & Approvals
1. Underwriters Laboraiories lnc. and Certtfied for

Canada (cULus).
2. Faclory Mutual Approvals (Flvl)

3 Loss Prevent or Counc | (LPCB. L()
4. VdS Schadenverhutung GmbH
5. .NSF Certif ied to NSF/ANSi Standard 61 Annex c

UL Listing Category
Sprinklers, Automatic & Open (VNIV)

Qulck Resoonse Sorinkler

Product Description
Feliable Models F1FR56, F1FR56LL. F1FA42, F1FF42Lt.

FlFRXLH & F1FR28 Series Sprinklers are quck response
sprinklers which combine the durability of a standard sprln-
kler with the attractive low profile of a decorative sprinkler.

The Models FlFR56, F1FF56LL. FlFR42, F1FR42LL,
FlFBXLH & F1FR28 Series Recessed automatic sprinklers
utiljze a 3.0 mm frangible glass bulb. These sprinklers have
demonstrated response times in laboratory tests which are
tive to ten times fasier lhan standard response sprinklers.
This quick response enables the Model F 1FR56, F1FR56LL,
f1FR42, F1FR42LL, FlFRXLH & F1FR28 Series sprinklers

to apply water to a fire much faster than
standard sprinkiers of the same tem-
perature rating.

The glass bulb consists of an accu-
rately controlled arnount of special fluid
hermetically sealed inside a precrsely
manufactured giass capsule. This glass
bulb is spec ally constructed to prov de

Vertical Sidewall

Pendent

Horizontal Sidewall

Conventional

Fecessed
Pendent/F1,F2

Recessed
Horizontal Sidevrall

s"#?
r':
ry*ij
tg€i

XLH Upright XLH Pendent
Pendent F 1,F2

Recessed
Pendent,FP

XLH Becessed
Pendent FP

fast thermal response.
At normal temperatures, the glass bulb contains the tluid

in both the llquid and vapor phases The vapor phase can
be seen as a smal bubble. As heat is applied, the liquid
expands, forcing the bubble smaller and smaller as the liq-
uid pressure increases. Continued heating forces the liquid
to push out against the bulb, causing the glass to shatter,
opening the waterway and allowing the deflector to distrib-
ute the discharging water.

Upright

The Reliable Automatic Sprinkler Co., lnc., 103 Fairview Park Drive, Elmsford, New York 10523



Applicalion
Quick response sprinklers are used in fixed fire protection systems: Wet, Dry, Deluge or Preaction. Care must be

exercised that the orifice slze, iemperature raling, deflector style and sprinkler type are in accordance with the latest
published standards of the National Fire Protection Association or the approving Authority Having Jurisdiction. Qujck
response sprinklers are intended for installation as specified in NFPA 13. Quick response sprinklers and standard re-
sponse sprinklers should not be intermtxed.

2.

Lood Screw
Wosher

Frome

Bulb
Crp

ot 4FGO6A

Model F1FR42. FlFRXLH Upnght

Technical data:

Models Discharge Coetticient Besponse Thread
Size

Max.
Working
Pressure

Min.
Working
Pressure

Temperature
Bating Finish

F1FR56
**F1FR56LL{1) K 5.6

Qu ck
Response

1/2'NPi
(R1/2) 175 PSI 7 PSI

See
"Temperalure

Ratings" Table.

See
''Finlsh Table"

F1FR42
--F1FR42LUl)

F1 FRXLH
K 4.2

F1FR28 K 2.8

"' Lolv Lead Spnnklers available only with Temperalu.e Rating 200"F/93.C

Material Data:

Frame Defleclor Load Screw 'Pintle cup Washer Bulb

DZR Brass
QM Brass

'-Low Lead Brass

CDA Alloy 260,
CDA Alloy 220

or
CDA AiloyS10

CDA Alloy 360
or

CDA Alloy 544

CDA Alloy 360
ol

CDA Alloy 544

CDA Alloy 651
or

CDA Alloy 693

Nickel Alloy 440 or Alloy 360
coated wilh PTFE Adhesive

Tape
Glass



Model F1FR56, Upright, Pendent & Gonventional Sprinklers
Model F1FR42, F1 FRXLH & F1 FR28 Upright & Pendent Sprinklers
Installation Wrench: Model D Sprrnkler Wrench
Installation Data:

Nominal
Oritice

Thread Nominal K Factor Sprinkler Approval Sprinkler ldentiiication Number
(srN)

Size US Metric Height Organizatlon Upright Pendent

Standard-Upnght (SSU)and Pendent Defleolors Marked to lndicate Pcsition

l/2" (1smm) ilr 1/2' NPI (R1/2) 5.6 80 2.25 (57mm) 1.2.3.4 RA1425 "12/ 'r RA 14141rir)t3)

7/16" (1ornm) 1/2', NPT (R1/2) 4.2 60 2 25" (57mm) 1 RA14231') RA 141 3

3iB (lOn-rm) l12 NPT (R1/2) 2.8 4A 2 25" l57mn) 1 RA142l ''l
Convenlional-lnslall in Upright or Pendenl Posilion

15mm tj' 112" NPT (R1/2) 5.6 BO 57mm RAl aZS,',

''rcULus listed corrosion resislant (Polyester coated) sprinkler
- Polyester coated Fl\,4 approved spfrnkler.
:: Polyester coated LPCB & VdS approved sprinkler F]A1425, RA1414 & RAl475.

ConventlonalUpright Pendent

Model FIFR56LL & Fl FR42LL Pendent Sprinkters
Installation Wrench: Model D Sprinkler Wrench
Inslallation Data:

Nominal
OriJice

Thread Nominal K Factor Sprinkler Approval Sprinkler ldentitication Number
{SIN}

Size Melric Height Organization Pendent

Standard Pendent Deflectors lVafked to lndicate Position

1/2" (1smm)1r, 1/2', NPT (R 1/2) 5.6 BO 2.25" (57ri'mi I,C RA14 14

7/16' (11mm) 112', NPT (R1/2) 42 60 2.25" \57nm) 1,5 RA1413
l cULus lsted corrosion resislant (Po yester coated) sprinkler.

3.



Modef F1 FR56, F1FR42, Fl FRXLH & FI FR28 Quick Response Recessed Pendent Sprinkle{)
Installation Wrench: Model GFR2 Sprinkler Wrench
Installation Data;

Nominal
Orifice

Thread
Size

K Factor Sprinkler
Heighl

Sprinkler ldentitication Number
(srN)US Metric

1/2 ' (1smm) 1/2'NPT(R1r) 5.6 80 2 25" (57mm) RA1414

7/10" (10mm) 1/2'NPT (R1/2) 4.2 60 RAr 413

3,/3 ( 1omm) 1/2" NPT (R 1/2) 28 40 2.25' (57nrm) RA1411' Refer lo escutcheon data table for aoprovals & dimens:ons

Model FIFR56LL & F1FR42LL Quick Response Recessed pendent Sprinkledl)
Installation Wrench: Model GFR2 Sprinkler Wrench
lnstallation Data:

Nominal
Orlfice

Thread
Size

K Faclor Sprinkler
Height

Sprinkler ldenlif ication Number
US Metric (srN)

1/2" (1smm) r/2" NPT(R,,.,) 5.6 BO 2 25' (s'/mm) RA 1414

7/16.(lOrnm) 1/2" NPT (R1/2) 60 2.25' (57nrm) RA1413
, Refer to escutcheon dala table for approvals & dimensions

Model F1FR56, FlFR56LL. F1FR42, F1FR42LL. FlFRXLH &
F1FR28 F] or F2 F1FR2B FP

^t 
ultrw h.r* - )-t//zfE6nl

^t 
M" eB . 1i251441

at wlkt P1..4 , t,/:6f'..h-j
At wrs!' F.c.st " '725.14^l

ModeL FlFR56. F1FR56LL. F1FR42. FlFB42LL. FlFRXLH &

Model FlFR56 Quick Response Vedical Sidewall Sprinkler
Installation Wrench: Model D Sprinkler Wrench
Installation Positlon: Upright or Pendent
Approval Type: Light Hazard Occupancy
lnstallation Data:

Nominal
Orifice

Thread Size
Nomlnal K Factor Sprinkler

Height
Approval

Organizations

Sprinkler
ldentification

Numbers (SlN)Metric

,, (15mm) /2" NPT (Rl/2) 5.6 BO 2.25' (57mm) 1.2.3.4
RA14S5,)

15mm %' NPT (R112) 56 8.0 2.25 (57mm)
lJLPC Approval is lor pendenl posilion only
'' cULus Listed corrosion resislant (Polyester coated) sprlnkler.

Vertrcal Sidewall

4.

Sprinkler Type Detleclor to Ceillng Dislance
(Min. - Max.)

Upright 4 (102mm) - 12' (305mm)

Pendent 4" (102mm) - 12' (305mm)



Model F1FR56 Quick Response Horizontal Sidewall Sprinkler
Deflector: HSW

Installation Wrench: Model D Sprinkler Wrench
Installation Data: Horizontal Sidewall

i;"""-,,,,""1*;.;
I zsrrrE*ry1,,

Sprinkler Approval Organizalions
and TvD€ of

Lighl Hazard
Ordinary
Hazard

Nominal K Faclor

2.63" (6;hm) 1.2

--'t
Sprinkler 

:

ldentiticallon i

Numbers (SlN) i

I

---rl

US

5.6

"' cULus Lrsled co(osion res stant (Polyesler coaled) spr nk er.
: Pol\€ster coaled FM approved spnnke.

Horizontal Sidewall

'i

Note: For Recessed HSW Sprinklers use inslallatlon wrench GFR2.

Model F1FR56 Quick Response Concealed Pendent Sprinklers
Installalion Wrench: Model RC1 Sprinkler Wrench
Technical Data:

" For VdS only = 155'F/68"C Norbulb and jZ l12,7r6ml edjuslrnent.

Model FIFR56LL Quick Response Concealed pendent Sprinklers
Installation Wrench: lvlodel RC1 Sprinkler Wrench
Technical Data:

Nominal
Oritice

"K" Factor
Thread

S;ze
Model

Temp. Raling Max.
Ambienl

Temp

Bulb
Color Approvals

Sprinkler
ldenlification
Numb€r(SlN)

C Metric Sprinkler Cover

Y2 ( l5mml 5.6 BO 72" NPT Fl FB 135'Fts7.C 135'F/57"C 100"F/38.C Orange I RA 1414
j/ 

f 1smm) 56 80 7u NPT F,lFR 155'F/68'C 135'F t57'C 100.F/38"C Bed t, 4,il RA1414

Lr' (1smm) 5.6 BO

". 
NPT Fl FR 175"F179.C 165.F/74.C 100"F/sB.c Yellow RA1414

1it ' (15mm) 56 80 IZ:'NPI F]FR 200'Fl93'C 165'F174'C 1s0"F/65.C Green RA 1414

Nominal
Oritice

"K" Factor
Thread

Size Model
Temp. Rating Max.

Ambienl
Temo

Bulb
Color Approvals

Sprinkler
ldentitication
Number(SlN)

US Melric Sprinkler Cover

)r' (1smm) 5.6 80 1,'NPT 200.F/93.C 165.F174"C '150.F/65.C Green '1, 5 RA 14'14

5.
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Installation Aid
A protective cap is included {or use during installation.

lmportant: The F1FR56 Sprinkler with N,4odel CCP cover
plate is not an Fl\,4 Approved combination.

lnstallation
Quick resoonse sprinklers are intended for installation as

specified in NFPA 13. Quick response sprinklers and stan-
dard resoonse sornklers shouJd not be interrnlxed.

The Model F1FR56, F1FR56LL, F1FR42, F1FR42LL,
FlFRXLH & F1FR28 Recessed Quick Response Sprin-
klers are to be installed as shown. The Model Fl or F2 Es-
cutcheons illuskated are the only recessed escutcheons
to be used with rhe l\,4odel F1FR56. F1FR56LL, F]FR42.
F1FR42LL, FlFRXLH & F1FR28 Sprnklers. The use of any
other recessed escutcheon will void all aoorovals and ne-
oate aJl warrantres.

When installing Model F1FR56, F1FR56LL, F1FR42,
FlFR42LL, FlFRXLH & F1FR28 Sprinklers, use the [/odel
D Sprinkler Wrench. Use the Model GFR2 Wrench tor install-
ing F1FR56, F1FR56LL, F1FR42. F1FR42!L, FlFRXLH &
F'1FR28 Recessed Pendent Sprinklers. Any other type of
wrench may damage these sprinklers.

NOTE: A leak tight 72" NPT (Rr/2) sprinkler joint can be
obtained with a torque of 8-18 fflbs (10,8 - 24,4 N-m). Do
not tighten sprinklers over maximum recommended torque.
It may cause leakage or impairment of the sprinklers.

The Models F1FR56/CCP & F1FR56LUCCP Concealed
Sprinkler use lne'/2" o(itice,7r" NPT (R1/2), Model F1FR56

& F lFR56LL Pendent Sprinkler with a threaded Model CCP
cup which is factory attached to the sprinklers. The Model
F1FR56 Pndent is available in temperature rating of 135'F
(57'C), 155'F (68"C), 175'F (79'C) or 200'F (93'C). The
Model F1FR56LL Pendent is available only in a rating of
200'F (93'C). The concealed sprinkler assemblies are com-
pleted by the installation of the attractive low proflle Model
CCP push on cover plate assembly, rated 135"F (57'C) or
165.F (74"C) for the F1FR56 and 165'F (74'C)for the FlFR56
LL. The cover plate and sprinkler cup assemblies are joined

using a cover plate skirt with flexible tabs for threaded en-
.DuPont Registered Trade Mark

_c-o-!!I/ LE 0_ 5/16" AoJUSTfiENT

Ftgwe 2

gagement. A choice of two cover plate assemblies provide
either 1/2" (13mm) or 5/8" (8mm) of cover adjustment,

Do not install these sprinklers in ceiling which have positive
pressure in the soace above.

After a25le" (67mm) diameter hole is cut ln the ceiling. the
sprinkler is easily installed with the lvlodel RCl Wrench. A
Teflon" based thread sealant should be applied to the sprin-
kler lhreads only. The lv4odel RCl Wrench is then used to
engage the sprinkler wrenching surfaces and to install
the sprinkler in the fittlng. When inserting or removing the
wrench from the sprinkierT'cr:p assembly. care should be tak-
en to prevent damage to the sprinkler. DO NOT WRENCH
ON ANY OTHEB PART OF THE SPRINKIER. The cover
plate is then pushed onto the cup. Final adjustment is made
by hand turnrng the cover plate until the skirt flange makes
full contact with the celling Cover plate removal requires
turning in the counter clockwise direction.

After installation, inspect all sprinklers to ensure that there
is a gap between the cover plate and cei ing and that the
four cup slots are open and free from any air flow impedi-
mahl t^ tha c^r.o .h^\/6

Concealed cover plate/cup assemblies are listed only for
use with specific sprinklers. The use of any other concealed
cover plate/cup assembly with the Model F1FR56 Pendent
Sprinkler or the use of the Model CCP Concealed cover
plate assembly on any sprinkler with which lt is not specifi-
cally listed my prevent good fire prolection and will void all
guaraniees, warranties, llstings and approvals.

Glass bulb sprinklers have orange bulb protectors to
minimize bulb damage during shipping, handling and in-
staliation. REI\,4OVE THIS PROTECTION AT THE TIIVE THE
SPRINKLER SYSTEM IS PLACED IN SEFVICE FOR FIRE
PROTECTION. Removal of the protectors before this time
may leave the bulb vulnerable to damage. RASCO wrench-
es are designed to install sprinklers when covers are in
place. REMOVE PROTECTORS BY UNDOING THE CLASP
BY HAND. DO NOT USE TOOLS TO REIVOVE THE PRO.
TECTORS,

6.
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Classification
Sprinkler

Temoerature
Max. Ambienl

Temp.
Bulb Color

.F

Crdinary
Ordinary

ntermedtale
nlermedrale

Hioh i'j

68
79
93
141

135
155
175
204
2n6

1c0'F (38"C)
rc0'F (3e'c)
150'F (66"C)
150"F (66'C)

225.F (107.C\

Orange
Reci

Yelow
Green

,i) Not available lor fecessed spf nklers

Escutcheon Data (1t

' SlN RA1435 cuLus permits use wlh F1, F2 or FP escutcheons for "lghl

hazard only. while FM lirmts use lcr sarlle hazard w|1h F2 escL,rici-ecn cri)l

Maintenance
The lvlodel F]FR56, F1FR56LL, F1FR42, F]FR42LL,

FlFRXLH and lvlodel FlFR56, FlFR56LL, F1FR42,
F1FR42LL, FlFRXLH & F1FR28 Recessed Sprinklers should
be inspected quarterly and the sprinkler system maintained
in accordance wlth NFPA 25. Do not clean sprinklers with
soap and water, ammonia or any other cleaning fluids.
Remove dust by using a soft brush or gentle vacuuming.
Remove any sprinkler which has been painted (other than
iactory applied) or damaged in any way. A stock ot spare
sprinklers should be rnarntained to allow quick replacemenl
of damaged or operated sprinklers. Prior to installation,
sprinklers should be maintained in the original cartons and
packaging to minimize the potentialfor damage to sprinklers
that u/ould cause lmproper operation or non-operation.

Sprinkler Types
Standard Upright
Standard Pendent
Conventional
Recessed Pendent
Vertical Sidewall
Horizontal Sidewall
Becessed Horizontal sidewall
Concealed pendent

Maximum Working Pressure
175 psi (12 bar)
I00% Factory tested hydrostatically to 500 psl (34.5 bar)

Finishes tt)

Slandard Finishes
Sorinkler Escutcheon Cover Dlate(r)

BraJnze

Chrome Plated
Polyester
coated {r(t,o

Brass
Chrome
Plated

C!-rrome

Soecia AoDlicallon Finishes
SDrinkler Escutcheon Cover plate(r)

Bright Bfass13)

Black Plated
Black Paint i'?rt'i

off whrte r:riri)

Sat n Chrome

Bflght Brass
Black Plat-ad

Black Paint
Off Whlte
Srlin Chrorne

Bright Brass
Satin
Ofi Whlte
Black Palrrt
Black Plated

' Olher finlshes and cc ors are ava lable on special order. Consult the
tactory for details. Custom color painted sprinklers may not reta n their
UL Cofioslon resislance listlng. Coverplaie custorn paint is semFgloss,

^lo.c .^d.i{i^^ ^rh.^ri..
'zi cuLus Listed only
':' 200"Fi93"C) maxrmum.

"'cuLus lisled "corrosion resistarce' applles to SIN Numbers RA1435
(HSW). RA14Bs(VSW), RA1425 (Uprsht), RA1414 (Penden0 and
RA1415 (Pendent) in standard black or white. Corrosion resistance Ln

other polyestercolors s available upon requesl.
,5r FM Approvals finish as Polyesler coaled' applles lo SIN Number

RA1414, RAl€5 and RA1425 in standard black or wh te.
''' LPCB and VdS Approved inish applies only to FA 1425, BA 1 414 a'rd RA 1475.

Ordering Information
Specily:
1. Sprink er Model
2. Sprinkler Type
3. Orifice Size
4. Deflector Type
5. Temperature Raling
6. Sprinkler Finish
7. Escutcheon Type
8. Escutcheon Finish (where applicable)
9. Cover plate l\,4odel
1n r-^,/6r nlrra Thrard eiTo
1 1 a^',o. nlata Tamn6rrtr r16

12. Cover plate Adjustment
13 Cover piate Finish

Note: Wlen ModelFlFR56 Recessed sprinklers areordered, the spnnk ers
f^d escLrcheo-s are pacl-aged sepJalsv

7.



Reliable... For Complete Protection
Reliable offers a wide selection of sprinkler components. Following are some of the many
precision-made Reliable products that guard life and property from fire around the clock.

Automatic sprinklers

Flush automatic sprinklers

Recessed automatic sprinklers

Concealed automatic sprinklers

Adjustable automatic sprinklers

Dry automatic sprinklers

Intermediate level sprinklers

Open sprinklers

Spray nozzles

Alarm valves

Retarding chambers

Dry pipe valves

Accelerators for dry pipe valves

Mechanical sprinkler alarms

Electrical sprinkler alarm switches

Water flow detectors

Deluge valves

Detector check valves

Check valves

Electrical system

Sprinkler emergency cabinets

Sprinkler wrenches

Sprinkler escutcheons and guards

I nspectors test connections

Sight drains

Ball drips and drum drips

Controlvalve seals

Arr maintenance devices

Air compressors

Pressure gauges

ldentification signs
. Fire department connection

The equiprnenl presenled in this bulletin is ic be lnstalled in accordance wlth the latest published Standards of ihe Naiionaj Fire prolection Association, Factory
l\,lutual Besearch Corporalion, or other similar organizalons and also wilh tl'le provisions of governmental codes or ordinances \/henever applicable
Products manufactured and distibuted by Reliable have been protectrng liie and propedy6rover go years, and are installed and;ervtced by the most highly
qualitied and repulable sprinkler contractors located throughoLlt the United States. Canada and toreign counties.

The Reliable Automatic Sprinkler Co., Inc.

@ r:H:.(800)431-1s88
(800)848-6051

Q1 4) a29-2042

Sales Offices
Sales Fax
Corporate Otfices

Revision lines indicate updaled or new data.

EG Prinred n LJ S A. c2l13 P 999997cn00
www.relrablesprlnkler.com InternetAddress


